How To Use Rs232 to Update F/W
Step 1. Please Download a software Tera Term and install this software from this website http://ttssh2.sourceforge.jp/index.html.en
Step 2. Open the Tera Term program. Make sure that your serial settings (Setup > Serial port) are 115200 baud rate/ 8 bits/ no parity/ 1 stop bit/ no flow control. The Port can be set to COM1 or COM2 depending on your connection.
[image: image14.png]Baud rate: 19200 v/



       [image: image2.jpg]Tera Term: Sexial port setup

Stop: 1 bit -
Flow control: none B

Transmit delay

0 msecichar [0 mseclline





Step3. Connect the B1080PX and PC with RS232 cable.

NOTE: The B1080PX must be powered off before connecting to PC
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Note the direction: There is an identifying mark close to Pin 1
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Step4. Press and hold the “0” key and turn on the B1080PX. You can release the “0” key until you see the screen shown below (YAMON> 0000000000000000).

[image: image1.jpg]e Bt

Contol Window Help

Terminal.
Window.
Font.

Save setup
Restore etup.

Load keymap.

[E3



   

[image: image11.jpg](0 Tera Term - COM2 YT (o]
File Edit Setp Contol Window Help
T pin = 1 =
CHD pin = 2 E

Sefting up Clean Divider 2 to 36000000Hz.
Setting up Clean Divider 4 to 33333333z
Setting up Clean Divider § to 25020000Hz.
Setting up Clean Divider § to 20000000Hz.
Settine up Clean Divider 7 Lo 20000000Hz.
GPI0 dir/data = 0:00000000/0;00000000
UARTD GPIO node/di r/data = 0x6e/0:00/0:00
UARTI GPIO node/di r/data = 0x6e/0500/0:00
DENY block processing conpleted.
[Found existine mencfe: DRAMD(0x68000000), DRAMI (0x03000000)
IHeap/ Tenp/Tenp /Dest. start at. 0x14000000/0x15000000,/015000000/0<12000000.
IDefault boot_inde
lBoot.Index (0)
[Scanning RONFS inaze at 0xac040000 (0x48040000) .. Found.
IRONFS found at. Dxac040000, Yolune nane = TAHOILYRPC
[Found 1 file(s) Lo be processed in RONFS.
IProcessing xrpc_x|ad_yanon ES4_prod.bin (start: Oxac40080, size: 0:00030324)
Checking zbool file siznature .. Not found.
Trying xrpe_xload format .. Ok
Checking zboot file sicnaiure at 0x13000000 .. OF
Deconpressing to 0x31200000 .. OK (456768/0x6340).
Load tine total 178/307 nsec.
Execute final at 0x31200000 .

e ————
I YANON RO onitor

I Revision 02.08-SIGHADESIGNS-01-2.7.172.0

A ey

Jenory: code: 0x11000000-(0x1 1040000, 0x11200000-01 1204000

reserved data: 0x11240000-0x12440000, PCI memory: 0x12440000-0x12840000
[YAHON> 0000000000000000]





[image: image12.png]HON>
HON Load ws 0460100000
end wuencoded strean to serial por



[image: image13.png]G COM18:115200band - Tera Term VI
) Edit Setup Contol Window Help

New conmection... Al
Duplizate session.  AID
Cygwinconmection. AlG

Loz

Tronster
SSHSCP.

Changs directory.
ReplyLog.

TTY Record
TTY Replay.

Brint. A

Disconnect Al
Exit AlQ

OO0

it






Step5. Press the Backspace key to delete text (0000000000000000).
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Step6 Enter the command “load uu 0xb0100000”
YAMON> load uu 0xb0100000
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Step7 Enter the command “pflash write 0x80000 0xb0100000 <received size>”
YAMON> pflash write 0x80000 0xb0100000 5197824
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Step8 Enter the command “xrpc 0xac080090”

YAMON> xrpc 0xac080090
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Step9 Enter the command “load zbf 0xb3000000”
YAMON>load zbf 0xb3000000
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Step10 Enter the command “setxenv -b z.default_boot 1”

YAMON>setxenv -b z.default_boot 1 

Step11 Enter the command “go”
YAMON>go
Then Switch the Tera term BoudRate to 19200


Please Select “PX-Kernel.uu”





PX-Kernel.uu








