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The Eyezone B1080PX Series is a high-class Digital Signage with high-end performance (40Mbps). The advanced technology provides the smoothest and clearest image for playing advertising contents. The B1080PX Series is one of the best stand-alone Digital Signage in the world.
The B1080PX-3 supports multi-zone and multi-media display function. You can use XML to simply design multi-zone layout and play different types of content in each zones on one screen, including video, images, date, time and scrolling text. You can also change background image and text color.

The B1080PX-3 is an ideal for advertising, retail displays, digital poster, museum exhibits and other applications. 
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· High-performance and high stability: With the same resolution and bit rate as Blu-ray players’. 
· The source of HD WMV9 MP@HL (Main Profile / High Level) supports resolution up to 1920x1080 (1080P) and the maximum bit rate is 40Mbps.
· Supports multiple file formats: Music, Picture, Movie and HD WMV9.
· Support RSS(Really Simple Syndication) function, user can control it by txt file, web, or POP Center.

NOTE: 
1. The recommended video format is WMV9 (resolution: 1080p/ bit rate: 35~40Mbps).
2. You can use Windows Media Encoder 9.0 to convert your video to WMV9 format.
· Supports Video, Y.Pb.Pr (optional VGA to Y.Pb.Pr cable), HDMI, VGA and Audio output.
· HDMI 1.1, 1.2 and 1.3 compliant. 
· Resolution
· HDMI Output: 480P/ 720P/ 1080i/ 1080P. 
· VGA Output: 640x480/ 800x600/ 1024x768/ 1280x1024/ 1360x768/ 1366x768.
· YPbPr Output: 480p/ 720p/ 1080i.
· Supports bidirectional RS-232 communication (Transmit / Receive).

· Receive: Using ASCII command to control B1080PX (play, stop, pause…).

· Transmit: The transmit function can be customized to fit your project requirements.
Example: To control your device (such as TV, speakers or DVD player) to turn on/ off, volume up/ down or mute.
· Multi-Zone Display Function

· Create your own custom layout via XML.
· Supports different types of content: Include video, images, date, time and scrolling text. 
· The background image and text color can also be changed.
· Schedule Function: The B1080PX will automatically play the specific file at the specific date.
· Supports Log Function which can record the file and time that was be played.
· USB Auto-Copy Function: Automatically copy the media files from Pen Driver to CF card (3Mbps).
· Connect using an Ethernet network cable at up to 100Mbps.

· Supports CF/ SD(HC) memory cards.
NOTE: The CF card has a first priority to be loaded
· Supports HTTP Control Function
· Supports Device Name setting(user can set device name to B1080PX, and user find B1080PX in web easier)
· Supports Auto Key Lock Function

· Exports the Configuration Value: You can export the configuration value to the CF card. The configuration value can be modified on your PC, and can be applied to the B1080PX or others.  
· Supports FTP Auto Download Function: Connect to Remote FTP server and download data to the CF card automatically.
· Play files and FTP Auto Download Simultaneously: The B1080PX can play files while downloading.

· Embedded FTP Server.
· Supports NTP Network (G.M.T) Timer.
· Supports Universal Plug and Play (UPnP) and DHCP.
· Supports SLIDE SHOW Function.
· Bundle Remote Management Software (POP Center)
· Standard Version (free): Manage up to 5 B1080PX 
· Professional Version (need charge): Manage up to 100 B1080PX.
· Automatically search the connected B1080PX without any complicated setup.
· Update scrolling text message.
· Upload contents
· Schedule playlists at different times of the day or days of the week
· Monitor status and log files of each B1080PX
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· B1080PX-3
· Remote Control
· CF Card Protective Cover

· Quick Guide
· Video & Audio Cable
· Power Adapter (DC12V, 1.5A)
· CD Driver (Schedule Software/ IP Detect Tool/ POP Center/ User Manual)
· Optional RS232 Cable 
· Optional VGA to Y.Pb.Pr Cable
· Optional CF Card (included demo files)
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· Create your own custom layout via XML.
· Supports different types of content: Include video, images, date, time and scrolling text. 
· The background image and text color can also be changed.
In the example, the screen is divided into seven zones including one video zone, three image zones, date, time and scrolling text.
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· The B1080PX Supports bidirectional RS-232 communication (Transmit / Receive).

· Receive: Using ASCII command to control B1080PX (play, stop, pause…).

· Transmit: Control your device (TV, speakers or DVD player) to turn on/ off, volume up/ down or mute.
NOTE: The transmit function can be customized to fit your project requirements. 
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· Supports Log Function which can automatically record the file and time that was be played everyday.
· The log file (.txt) can be viewed on your PC using WordPad.
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· The Eyezone B1080PX will auto play the designated file at the specify date.
· There are two modes: “Basic Schedule” and “Advance Schedule”.
 - Basic Schedule: You can select files that you want to play and set up the play times of each file.

 - Advance Schedule: You can select the files that you want to play, and also can set up the play times

  and the initial and end time of each file.
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· Automatically copy the media files from USB flash driver to CF card (3Mbps).
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· Friendly Interface: Automatically search the connected B1080PX without any complicated setup.
· Standard Version (free): Manage up to 5 B1080PX 
· Professional Version (need charge): Manage up to 200 B1080PX.
· Play files and FTP Auto Download Simultaneously
· Schedule playlists / Upload contents
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· Set multi-display modes
· Set RSS Address
· Design XML Display
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· Monitor status
· System log
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Optional Bar-Code Scanner
· The B1080PX-3 will display the corresponding file when you scan the bar-code.
Optional IR Cable / PIR Sensor
· IR Cable (1 meter) is an external IR receiver.
· PIR Sensor: The PIR sensor is not only a motion detector, but also an external IR receiver.
· After sensing approaching subjects, the B1080PX-3 will play the files automatically.
· Sensing distance is up to 3 meters with an angle of 45
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Optional Wireless Touch-Sensor Buttons
· Directly touch on the touch-sensor button to play the corresponding file.
· The sensing distance is up to 3M.
Optional Wired/ Wireless Button Box
· Using the play-buttons to control the video playback (press one of the play buttons (up to 12 play-buttons) to play the corresponding file).
· Dimension (L/ W/ H): 116x81x22mm.
· Wired Mode
· Wireless Mode
EYEZONE
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